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Products
• Steel tube towers and basement built-in parts for 

wind power plants

• Apparatus engineering in general focussing on 

rotation-symmetric components 

  (pressureless tanks apart from DIN 6600, pressure 

tanks, pressure tanks for hydrogen, ammonia and other 

gases, precipitators, absorbers and adsorbers, columns, 

reactors and heat storage tanks etc.)

• Pressureless storage tanks acc. to DIN 6608, 6616, 
6618 etc.

• Workshop-manufactured tanks acc. to DIN 4119 up to 
5 m in diameter

Materials
Boiler steels, Fine-grain steels, Low alloyed steels

Dimensions & weights
• Capacity up to 500 m3 workshop production (larger 

dimensions upon request)

• Measurements up to 5 m in diameter and up to 50 m      
in length (spree-river harbour near by)

• Unit weight up to 120 t

• Plate thickness up to 60 mm
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Production equipment & procedures
• all welding procedures incl. plasma

• 3- nad 4-roll bending machines

• Mechanical and chemical surface finishing

• Surface finishing (Epoxy-, GFK-, PUR- and color-
coatings)

• all non-invasive testing procedures

Approvals
• DIN EN ISO 9001:2000

• AD 2000-HPO, AD 2000-HP 100R, TRD 201,               
DIN EN ISO 3834-2

• ASME-U-STAMP

• CHINA-STAMP

• Major aptitude certificate from the SKLV

• RAL-RG 998 for DIN 66oof tanks certification

• Specialised company as per Art. 19 WHG

• Z-38.12-116 for horizontal cylindrical double-walled steel 
tanks on saddles with connective lower double-walled 
pipes

• Z-38.12-144 for horizontal cylindrical double-walled steel 
tanks with lower leak-monitoring outlets

• Z-38.12-147 for vertical cylindrical double-walled steel 
tanks as per DIN 6618-2, with lower leak-monitoring 
outlets
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